
allphalt-E™  

 Cold Lay  

Sustainable Surfacing Solution 

Datasheet 



 Proven Performance                

Cold mix asphalt has been used successfully 
throughout the UK and around the world.. 

 Sustainable 

A cold material offering significant energy 
savings, together with the  use of recycled 
aggregates. EA approved method for the 
encapsulation and reuse of tar materials . 

 Operational Advantage 

No waste as the material can be stored for 
weeks. Safer to handle as a cold material. 
Earlier opening to traffic. 

 Reduced Costs 

Significant savings in operations, material,  
transport and disposal costs . 

 High Quality 

UKAS ISO9001  quality management and 
the latest in processing and batching 
technology ensure a high quality product. 

 Support 

Allasso are on hand to provide industry 
leading technical  and operational support. 

Allasso’s allphalt-E is a high quality, sustainable cold emulsion asphalt material intended for use in 

footways, carriageways, carparks, hardstanding’s and reinstatements. The material can be used as 

a direct replacement for hot mix base and binder equivalents with significant operational 

advantages, including a long shelf life and  storage ability. 

“Up to 100% Recycled Aggregate” 

Applications 

 Motorways and Major Roads 

 Minor Roads 

 Footways 

 Reinstatements 

 Car Parks 

 Hardstandings  

allphalt-E is available from  our 

centres and on a national 

contract basis with mobile 

plants capable of producing in 

excess of 400 tonnes per hour. 

allphalt-E  is the ideal solution for the maintenance of evolved 

and fen road maintenance including inlay, overlay and 

patching works and can be trafficked or overlaid/ surface 

dressed almost immediately allowing earlier works 

completion.  

“Asphalt Waste Containing Coal Tar Solution” 

allphalt-E  is an Environment Agency approved method of encapsulating coal tar planings allowing 

reuse and significant reduction in disposal costs.  

allphalt-E  
Cold Base/Binder 

 

To find out how allphalt-E  can help you 
achieve a superior, cost effective and 
sustainable pavement or for technical and 
operational assistance please contact us at 
info@allassorecycling.co.uk or 01933 
420555. 

allphalt-E  is fully compliant with national standards 

and are manufactured to comply with Cl948 SHW and 

TRL611/TRL666. 

mailto:info@allassorecycling.co.uk


allphalt-E 20 
Cold Base/Binder 

Performance 

allphalt-E 20 is a 20mm cold lay asphalt available in 4 stiffness classes to suit almost any base/

binder application from footways through to motorways  using cold mixing technologies reducing 

time, waste, and energy use. 

allphalt-E 20 1900  

Storage 

Can be stored in any suitable location with a shelf life of up to 4 weeks 

Performance  -  Class B1 SHW cl948 

 Stiffness – ITSM (MPa) 1900—2500 

Soaked Stiffness –ITSM (MPa) 80% - >100% 

Refusal Density Kg/m3 2090—2300 

allphalt-E 20 2500 

Storage 

Can be stored in any suitable location with a shelf life of up to 4 weeks 

Performance  -  Class B2 SHW cl948 

 Stiffness – ITSM (MPa) 2500—3100 

Soaked Stiffness –ITSM (MPa) 80% - >100% 

Refusal Density Kg/m3 2090—2300 

allphalt-E 20 3100   

Storage 

Storage not possible, same day usage 

Performance  -  Class B3 SHW cl948 

 Stiffness – ITSM (MPa) 3100—4500 

Soaked Stiffness –ITSM (MPa) 80% - >100% 

Refusal Density Kg/m3 2090—2300 

allphalt-E 20 4700 

Storage 

Storage not possible, same day usage 

Performance  -  Class B4 SHW cl948 

 Stiffness – ITSM (MPa) 4700—5500+ 

Soaked Stiffness –ITSM (MPa) 80% - >100% 

Refusal Density Kg/m3 2090—2300 
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